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Network Surveillance Server

NSR-1200
NSR-1100
NSR-1050H

() click: sony.com/security I—L)ELAA.



IPELAA

Stunning video and audio brought fo you by the IPELA series of
visual communication products that encompass the three-pronged

W

concept of "Reality,” “Infelligence,” and “Usability. IPELA is

the identity symbolizing the Sony vision for the workplace of the
future, connecting people, places, and information with reality
that has never before been achieved. IPELA products let you
share, understand, and experience as if you are actually there,
when in fact, you are miles away. It allows you to quickly grasp a

situation to make better business decisions.

Real audiovisual communication over nefworks - this is business communication of the future, this is business communication brought fo you foday, this is “IPELA."

Reality

» High Frame Rate

» Dynamic Frame Alarm
Integration

« Video Motion Filter

Search
« Intelligent Setup

Hybrid, Open-platform, Easy-to-operate
Network Surveillance Server

The demand for surveillance systems is growing, and the adoption of IP as a transport mechanism for video is
ever increasing. Sony recognized this trend early on, and has been focused on developing products and
solutions aligned with this trend. Sony is pleased to announce the introduction of the NSR-1000 Series of

recording servers.

« Video Motion Filter

NSR-1000 Series

Intelligence / Usability

* Intuitive Remote
Control Unit

» User-Friendly GUI

* Quick Search/
Playback

The key concept of the NSR-1000 Series is a hybrid capability - with an open-platform design, these recording
servers support both legacy analog and current IP cameras, and are easy to setup and operate.
With the NSR-1000 Series, you'll open doors to a world of new possibilities in video surveillance.

NSR-1200 NSR-1100 NSR-1050H
Internal storage 2TB 1TB 0.5TB
Max. number of IP/Analog cameras supported ! 64 Units 32 Units 20 Units

Max. number of analog cameras supported
(directly connected)

Option (16 Inputs)

Option (16 Inputs)

Standard (16 Inputs)

Max. number of megapixel cameras

supported at full resolution 8 Unit 4 Unit 4 Unit
Max. frame rate for recording"2 480 fps 240 fps 120 fps
HDMI outputs 2 2 2
RAID RAID 5 RAID O -

*1 Total of IP and analog cameras. *2 Without local displays.

Why Choose the NSR-1000 Series?
Hybrid System

Easy to Migrate From Analog fo IP Camera Systems

Up fo 16 analog cameras can be connected to the NSR-1000
Series (NSR-1050H: directly connected; NSR-1200/1100: connected
using the NSBK-A16 Analog Encoder Kit). You can simply add
network cameras, including megapixel cameras, while
maintaining your analog cameras.

Open Platform

Free to Select From a Wide Range of Cameras
The NSR-1200/1100/1050H can be used not only with Sony's
network cameras but also with other major brand network
cameras.

Quick Setup & Easy Operation
Quick Setup

With the set-up wizard, you can set up the system in a simple and
straightforward manner.

With Sony’s IP cameras, the NSR-1200/1100/1050H detects
cameras instantly, drastically reducing the time required for
system installation. Images from cameras are assigned
automatically fo Monitor Layout, so that you can start monitoring
instantly.

Easy to Migrate to Large-screen HDTV Display Systems
The NSR-1200/1100/1050H has two analog RGB and two HDMI
monitor output connectors on the rear panel. You can use two of
these four outputs simultaneously in any combination fo meet
your system requirements.

Easy to Migrate to HD Camera Systems

In answer to growing demands for HD (high definition) network
cameras, the NSR-1200/1100/1050H is planned to offer this
migration capability in the near future.







